





Mini Parasep’SF Solvent Free
Faecal Parasite Concentrator

Procedure

See label for storage conditions and expiry date
Please adhere to the following guidelines when handling Parasep®. To avoid cross contamination the Parasep® device should
remain closed at all times except when introducing the sample or when retrieving the final concentrated sample for examination.

1. Sample Preparation

3. Centrifugation

Fresh Sample

If required unscrew lid and add 3.3ml of 10%
formalin and one drop of Triton X to the
mixing tube.

Introduce a level scoop of faecal sample. Use
the spoon at the end of the Mini Parasep® filter.

Preserved samples
Shake or vortex the incoming preserved
sample to thoroughly mix.

Transfer 0.3ml = 0.3g of sample into the Mini
Parasep SF mixing chamber.

Add 3.0ml of 10% Formalin/water plus 2 drops
of triton X.

Screw on filter and sedimentation cone, vortex
vigorously for 15 seconds or shake vigorously
for 1 minute.
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10% Formalin

2. Emulsification

Invert Mini Parasep® and centrifuge
at 200g for two minutes.

Mini Parasep® fits all 15ml centrifuge
buckets.

Debris

Fat dispersion chamber

10% Formalin

Sediment

Y

Seal Mini Parasep® by screwing in the filter
thimble and conical tube.

Vortex or shake to emulsify with the
sedimentation cone pointing upwards.

The faecal sample may be left for 24hr to
soften and ensure complete bacteriocidal
action has taken place.

Note: To calculate the required RPM for
any centrifuge.

RPM= / g x 1000
1.12r

RPM - rotor speed in revs/min.

g - centrifugal force (max.1000g)

r - radius, horizontal distance between
sedimentation cone tip and spindle
centre measured in mm.

4. Examination

DISCARD IN ACCORDANCE
WITH YOUR STANDARD AND
LOCAL OPERATING PROCEDURE
FOR CLINICAL WASTE

SINGLE USE DEVICE

BioHazard

HARMFUL

Direct Method

Unscrew and discard the filter
thimble and mixing tube. Pour off
all the liquid above the sediment.

Pipette one drop of saline or H W H
lodine solution onto a slide, add

one drop of deposit to the saline
or iodine, mix sample and cover
with cover-slip. (The whole of the
deposit must be examined )
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OR

FE Workstation Method
Unscrew and discard the filter
thimble and mixing tube. Pour off
all the liquid above the sediment.

Add 1ml of saline to the sediment.
Shake or vortex to re-suspend
sample. Insert Aspirator into
suspension and press SAMPLE to
draw 80pl into the Optical Slide.
(Refer to FE instruction manual).

Re-suspended
sample
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